Text book Assi gnnent:

ASSI GVENT 8

9-11.

“Air Conpressor Overhaul,” and “The Shop Inspector,” pages 8-1 through

8- 1.

8- 2.

8- 3.

8-4.

Qperating an air conpressor can be
hazardous to your health for which
of the follow ng reasons?

1. Excessive smoke from high rpns

2. It can cause permanent hearing
| 0ss

3. The high-pressure air can cut
through the skin and cause
death through air enbolism

4, Both 2 and 3 above

Wat are the three types of air
conpressors used in the NCF?

1. Piston, reciprocating, and
sliding vane

2. Reciprocating
sliding vane

3. Screw, rotary piston, and
sliding vane

screw, and

Air conpressors used by the NCF are
different from those used in
private industry.

1. True
2. False

Sone air conpressors may be
specially nounted on nodified
trailers for which of the follow ng
reasons?

1. To lower the profile of the
unit

2. To make the unit
maneuver abl e

3. To make preventative
mai nt enance | ess of a probl em

4. To allow the unit to be |oaded
on a Cl30 type of aircraft

nore
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8- 5.

8- 6.

8-7.

8- 8.

8-9.

A reciprocating air conmpressor is
likely to be found in all except
whi ch of the follow ng |ocations?

1. At a public works station

2. In a construction battalion on
a project site

3. Under the hood of a unit of
CESE

4. In a maintenance shop

The rotary vane type of air
conpressor is less of a maintenance
problem than a reciprocating unit
for which of the follow ng reasons?

1. It has fewer noving parts

2. The internal parts are nore
finely machined

3. It is a nmore conplex design

The vanes are farthest from the
center of the rotor in what phase

of the rotary conpressor operation?
1. Intake
2. Discharge

3. Conpression

In a rotary vane type of air
conpressor, the vanes are kept
extended maintaining a wping
contact between the conpressor
casing and the edge of the vanes.
This function is done by what
means?

1. Gl pressure
2. Air pressure
3. Spring pressure
4. Centrifugal force

The vanes of a rotary conpressor
are sealed against the conpressor
casing wall by what means?

1. Hgh-pressure air

2. Ol that is circulated through
the air conpressor

3. Orings



8- 10.

8- 11.

8-12.

8-13.

8-14.

At what point does conpression take
place in the rotary-screw air
conpressor ?

1. Wen the vol une decreases
between the turning rotor
bl ades

2. At the discharge end of the
conpression cycle

3. Wen it reaches the grooved
rot or

The rotary-screw air conpressor
produces an extremely snooth
operation for which of the

foll owing reasons?

1. Conpression is conpleted before
the air |leaves the twin bore
cyl i nder

2. It is a dual stage unit

3. The conpression process is
conti nuous

Gl is injected into the rotors of
a screwtype air conpressor for
whi ch of the follow ng reasons?

1. To seal the rotor surfaces

2. To lubricate the working parts
of the compressor

3. To cool the conpressing air

4, Each of the above

When, if ever, may safety contro
devi ces be bypassed on a piece of
air conpression equipment?

1. Wen assigned projects need to
be conpleted
2. \Wen it is a piece of shop
equi prent and not rolling stock
3. Never

A conpressor safety valve is
normal |y set at what pressure?

90 psi
100 psi
110 psi
125 psi
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8- 15.

8- 16.

8- 17.

8-18.

8-19.

An air conpressor has shut down due
to high discharge air tenperature.
It may be restarted after which of
the followng conditions is/are
met ?

1. The battery has been recharged

2. The oil has cool ed

3. The reason for the shutdown has
been determ ned

4, Both 2 and 3 above

Wien the air pressure reaches a set
maxi num in a reciprocating type of
air conpressor, the pressure
control system causes which of the
follow ng events to happen?

1. The discharge valve to remain

open

2. The suction valve to renmain
open

3. The discharge valve to remain
cl osed

4. The check valve to open

In a reciprocating air conpressor
system with an electric notor as
the power source, the motor runs
only when the compressor cycle is
operati onal

1. True
2. False

In a rotary type of air conpressor
air demand is controlled by what
means?

1. Engine speed

2. Ar intake opening

3. Both 1 and 2 above

4. Discharge valve opening

In a rotary type of air conpressor,
as air pressure drops, the air
control system reacts in what way?

It opens the throttle
It opens the air valve
It opens the air valve and the
throttle
4. It slows

the conpression cycle



8- 20.

8-21.

8-22.

8-23.

8- 24.

The screw type of air conpressor
uses an air pressure control system
much different fromthe rotary-type
air conpressor.

1.  True
2. False

Wiich of the following materials
must NOT be used as an air filter
element in an air conpressor?

1. Paper
2. Wre Msh
3. Cotton

If the air filters becone clogged
in an air conpressor, which of the
followng problenms wll occur?

1. Air conpressor capacity wll be
| ost
2. Engine performance wll be |ost
3. The air conpressor wll not
unl oad

When using air pressure to clean
dry type air filters, you should
not exceed what maxinmum air

pressure?
1. 10 ps
2. 30 ps
3. 50 ps
4. 75 ps

Gasoline should not be used to
clean the air filter elenents of
air conpressors for which of the
foll owi ng reasons?

1. It can cause explosive funes to

collect in the air receiver

2. It can cause hard starting

3. It can cause the engine to over
speed

4. It can danage the rotor
beari ngs
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8- 25.

8- 26.

8- 27.

8- 28.

8- 29.

You are testing a dry type of air
filter. \When a concentrated |ight
shines through the filter, you
shoul d take which of the follow ng
actions?

1. Reuse the filter as is

2. Reclean the filter and retest
it

Replace the filter

Retain the filter for emergency
use only

=~

Q| separators are not required on
reciprocating-type air conpressors
for which of the follow ng reasons?

1. An aftercooler is used
2. An intercooler is used
3. The air system does not require

| ubrication
4. QG is not circulated through
the air system

If you renove the heat generated by
conpressing air, the tota

hor sepower required for additiona
air conpression is reduced up to
what approxi mate percentage?

1. 5%
2. 10%
3. 15%
4. 25%

At what stage is oil injected into
the conpressor cycle in rotary- and
screwtype air conpressors?

The first stage
The second stage
The third stage
The cooling stage

The condensation drain on an air

conpressor in the cooler should be
serviced at |east how often?

1. Every 4 hours

2. Daily

3. Every 3 days

4. \Weekly



8- 30.

8- 31.

8- 32.

8- 33.

8- 34.

Condensation is not desirable in an
air system for which of the
fol l owi ng reasons?

1. It causes air tools to operate
sl uggi shly

2. It washes lubricants away from
weak surfaces

3. It increases the need for
mai nt enance

4, Al of the above

Aftercoolers are nornmally found on
what type of air conpressor systenf

1. Sliding vane

2. Reciprocating

3. Rotary

4. Screw

Smal | reciprocating air conpressors

normal |y use what type of
| ubrication systen?

1. Splash

2.  Power feed

3. Pressurized

4, O osed

A tight seal between each

conpartment of a rotary type of air
conpressor adds to its efficiency.

This seal is forned by what neans?

1. Gaskets

2. Mdisture

3. Ol

4. Cose contact of the rotating
conmponent s

In most rotary- and screwtype air
conpressors, the oil is noved
through the oil lines to the
working parts of the air conpressor
by what device or force?

1. A gear type of oil punp

2. A piston type of oil punp
3. Ar pressure

4. Vacuum
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8- 35.

8- 36.

8- 37.

8- 38.

8- 39.

8- 40.

The thernostatic control valve
directs heated oil through an oi
cooler to keep the oil tenperature
in what range?

110°F to 150°F
130°F to 180°F
150°F to 200°F
180°F to 220°F

In a rotary type of air conpressor,
as the air/oil mx exits the |ast
conpressor stage, it enters what
conpart ment ?

The aftercool er

1.

2. The thernostatic control unit
3. The air control unit

4. The air receiver

Before oil is added to a rotary or
a screw type of air conpressor, the
unit nust be shut down for what
reason?

1. To allow it to cool down
2. To unload the air pressure

3. To allow the oil foamto
subsi de
In nmost cases, the oil in the

rotary- and screwtype air
conpressors should be changed at
what hourly interval ?

Every 200 hours
Every 300 hours
Every 500 hours
Every 750 hours

Wi ch of the following types of air
conpressors produces breathable air
for diving operations?

Reci procati ng
Rotary

Screw

Di aphragm

You should start the equipnent
troubl eshooting evolution by first
taking which of the follow ng
actions?

1. Visually checking the unit

2. Questioning the operator

3. Running the unit and observing
the operations



8-41.

8-42.

8-43.

8- 44.

8- 45.

Wi ch of the follow ng conditions
is nost likely to cause an air

conpressor to overheat?

1. A clogged air filter

2. \Wrn rotor blades

3. Alowoil leve

4. A damaged oil separator

Noi sy air conpressor operation may
be caused by which of the follow ng
probl ens?

Damaged interna
Low oi |l leve
Both 1 and 2 above
Sticking rotor blades

parts

If the drive engine shuts down
while the air conpressor is idling
what is the probabl e cause?

1. The unit is still cold
2. The air intake control valve is
def ective

3. The control lines are plugged
4. The unl oader valve is |eaking

A defective air intake contro
val ve can cause an air conpressor
to malfunction in which of the
foll owing ways?

L It will not unload

2. The conpressor will overheat

3. The engine will stall during
operation

4. The conpressor wll not
design capacity

reach

Wi ch of the follow ng actions
shoul d you take if the oi
tenperature limts of a unit are
exceeded?

1. Change the oi

2. Return the unit to the shop for
repair

3. Change the filter

4, Run the unit at a lighter |oad
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8- 46.

8- 47.

8-48.

8- 49.

8- 50.

8-51.

The engine of an air conpressor
stalls during operation. \ich of
the follow ng factors could cause
this problen?

1. Hgh discharge air pressure
2. A dirty conpressor air filter
3. Adirty engine air filter

4. Wrn rotor blades

Wi ch of the follow ng problens
could be the cause of oil in the
air discharge |ines?

1. Wrn rotor blades

2. Overheated conpressor oil
3. Damaged oil separator

4. Leaking unloader valve

A properly maintained rotary or
screw type of conpressor operates
reliably for approximtely how many
hour s?

L 5,000
2. 7,500
3. 10,000
4. 15,000

What is the primary wear point on a
rotary vane type of air conpressor?

1. The rotors

2. The rotor vanes
3. The bearings

4. The end plates

In a rotary vane type of
conpressor, the rotor vanes may be
removed with the rotor in any
position.

1. True
2. False

A rotor slot with a slight

saw-toothed trailing edge will have

what effect, if any, on the rotor
vanes?

1. Cause breaking

2. Cause shifting

3. Cause rapid wear

4. None



8- 52.

8-53.

8-54.

8- 55.

8- 56.

What should you do with bearing 8- 57.

races that have been renoved by
heating?

1. Discard them
2. Refinish them and reuse them
3. Reuse them after they cool

Before you reassenble a rotary- or
screwtype air conpressor, you

should treat the parts in what way? 8- 58.

1. Lightly coat the bearing
surface only

2. Dry them all

3. Coat them all
of grease

4, Lightly oil al

conpl etely
with a light coat

of them

As a CML assigned to a shop, your 8- 59.

consi st of which of the
responsibilities?

job will
fol | ow ng

1. Making regular CESE inspections
2. Looking for inoperative devices
that nmake a vehicle unsafe

3. Looking for damage caused by
dangerous or inproper operating
procedur es

4, Each of the above

The individua

vehicle inspector should be a

seni or mechani ¢ capabl e of

performng which of the follow ng

functions?

1. Qperating the equipment he is
i nspecting

2. Readily determning necessary
repairs of equipment

3. Handling shop personnel 8-61.
contacts in a mature and
tactful manner

4, Al of the above

Wen a reserve Naval Mobile
Construction Battalion is recalled
to active duty what pm cycle does
that unit use?

It retains the same pm cycle
A standard 40-day cycle

A 60-day pm cycle

An 80-day pm cycle
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assigned as a 8- 60.

When you are performng repairs or
mai ntenance, at what time should
the unit be operationally tested?

1. Before the work is perfornmed

2. After the work is performed

3. Before and after the work is
performed

4. In the field

If vehicle abuse is suspected, the
i nspector should notify which of
the follow ng persons?

The di spat cher
The yard boss
The maintenance supervi sor
The A fa conpany commander

What action should be taken if the
front tires of a bus, truck, or
tractor-trailer are worn to |ess
than 4/32 of an inch?

1. They should be replaced
i medi ately

2. The frequency of inspections
shoul d be increased

3. They should be replaced at the
next pm cycle

Vehicle lighting requirenents are
found in which of the followng
publ i cations?

1. Federal notor carrier
regul ati ons pocket book

2. NAVFAC P-404

3. NAVFAC P-405

4. NAVFAC p-437

When repair, adjustment, and

preventive maintenance frequency
specifications are not available,
they should be devel oped under the
direction of what person?

The shop supervi sor

The transportation supervisor
The transportation director
The department head



8-62.

8-63.

8- 64.

8- 65.

8- 66.

Wiile working in a construction
battalion, the shop inspector is
directly responsible to what
person?

1. The shop supervisor

2. The nmaintenance supervisor
3. The cost control supervisor
4. The heavy shop supervisor

A series of properly conducted BEEP
i nspections provide the maintenance
supervisor with a nmeans for
establishing which of the followng
items?

1. A pm schedul e

2. A shop work load plan for the
depl oynment

3. A vehicle safety inspection
pl an

Repairs of more than how many hours
are normally deferred until after
the conpletion of the BEEP?

1 hour

2 hours
3 hours
4 hours

Wien inspecting equi pnent for

enbarkation, you should nake sure
the collateral equipnent is handled
in what way?

1. Loaded with the vehicle

2. Placed in storage unti
unit returns

3. Boxed and shipped separately

4, Stored at the maintenance shop

t he

Wien acconplishing the vehicle

| oading configurations during
enbarkation, you should itemze the
tasks on what forn?

1. The hard card
2. The Shop Repair Order
3. The Equipnent Repair Order
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8-67.

8- 68.

8- 69.

8- 70.

8-71.

8-72.

To make sure all parts work, you
shoul d have the crane crew
personnel cycle the cranes at |east
how of ten?

Every 3 days
Every 5 days
Every 10 days
Every 25 days

P'CJOI\)I—‘

VWhat NAVFAC publication is an
excel l ent source of information on
preservatives and their uses?

P- 405
P- 433
P- 434
P- 437

Deadl i ned equi pnent
| east how often?

is inspected at

Dai ly

VWeekl y

Mont hl'y

At its scheduled pm date

B oo

The interchanging of controlled
parts may be authorized by what
person?

1. The maintenance supervisor
2. The shop supervisor

3. The inspector

4, The conpany comander

What type of equipnment repair order
is initiated for a vehicle that has
been involved in an accident?

Type 01
Type 04
Type 06
Type 12

S~ ooro e

The crane certifying officer is
designated by what person?

The A fa conpany commander
The operations officer
The commanding of ficer
COMCBPAC/ COMCBLANT DET QO C

Pw!\)l—‘



8-73.

8-74.

When you are inspecting cranes,
which of the follow ng NAVFAC
publications should you use as a
gui de?

P-306
P-307
P-405
P- 437

As an inspector, if you do not
think the quality of work |eaving
the shop is satisfactory, which of
the follow ng actions should you

t ake?

1. Inform the maintenance
supervi sor

2. Return the ERO to the shop
supervi sor

3. Both 1 and 2 above

4, Return the ERO to the mechanic
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